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RECEIVED 
CENTRAL FAX CENTER 

JAN 1 6 2007 

AMENDMENTS TO THE CLAIMS 

1-5. (CanceUed) 

6. (Currendy amended) In a telecommunications network that maintains an account 
service profile respectively for each of a plurality of subscriber accounts, a method of changing 
at least a first account service profile that the network maintains for a first subscriber account, 
the method comprising: 

receiving into the network, firom a subscriber station operating under a second subscriber 
account, an origination message comprising as dialed digits a feature code concatenat ed with an 
identifier of the first subscriber account ; 

identifying, based at least in part on the feature code, a change to make to at least the first 
account service profile that the network maintains for the first subscriber account; and 

making the change to at least the first account service profile. 

7-8. . (Cancelled) 

9. (Currently amended) The method of claim 6 7, wherein the identifier of ihe first 
subscriber account is a directory number. 

10. (Original) The method of claim 6, fiirther comprisang: 
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maintaining in the network, as part of the second account service profile, data indicating 
an authori2ation to change the first account service profile in response to a feature code provided 
in an origination message fi-om a subscriber station operating under the second account service 
profile; and 

consulting the data to determine whether the authorization exists, before making the 
change to the first account service profile, 

11, (Original) The method of claim 10, wherein the data maintained in die second 
account service profile identifies the first subscriber account. 

12, (Original) The method of claim 6, fimher comprising: 

maintaining in the network, as part of the first account service profile, data indicatiug an 
authoriaation to change the first account service profile in response to a feature code provided in 
an origination message fi-om a subscriber station operating under the second account service 
profile; and 

consulting the data to detemiine whether the authorization exists, before making the 
change to the first account service profile, 

13, (Original) The method of claim 12, wherein the data maintained in the first 
account service profile identifies the second subscriber account. 
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14. (Original) The method of claim 6, wherein receiving the origination message from 

* 

the subscriber station comprises receiving the origination message wirelessly from the subscriber 
station. 

15. (OrigiDal) The method of claim 6, 

wherein receiving the origination message comprises receiving the message into a 
serving system of the telecommunication network; 

wherein the method further comprises the serving system signaling to a central control 
point, providing the central control point with at least the feature code; and 

wherein the central control point performs the fonction of identifying the change. 

16. (Original) The method of claim 15, wherein the central control point further 
performs the function of making the change. 

17. (Original) The method of claim 1 5, further comprising: 

the central control point signaling to a home location register to effect the change. 

18. (Original) The method of claim 6, wherein identifying a change to make to at 
least the first account service profile fliat the network maintains for the first subscriber account 
comprises: 

identifying a first change to make to the first account service profile that the network 
maintains for the first subscriber account; and 
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identifying a second change to make to a third account service profile that the network 
maintains for a third subscriber account. 

19. (Original) The method of claim 1 8, wherein making the change to at least the first 
account service profile comprises: 

making the first change to the first account service profile; and 
making the second change to the third account service profile. 

20. (Original) The method of claim 6, wherein the change comprises a change to a 
call-forwarding service. 

21. . (Original) The method of claim 20, wherein the change comprises an action 
selected from the gfovip consisting of activating call forwarding, deactivating call forwarding, 
and setting a forward-to number. 



22. (Original) The method of claim 20, wherein making the change comprises setting 
the call-forwarding feature to direct calls to be forwarded to the second subscriber station. 

23. (Currently amended) In a telecommunications network that maintains an account 
service profile respectively for each of a plurality of subscriber accounts, a system for changing 
at least a first account service profile that the network maintains for a first subscriber accotint, 
the system comprising: 



10(1 sQin H w acv£r oai ve 

ZIUCACO. ILUMXS OOeM 

I bLtlniOiiS out >\i<u6t 



PA(£li(17'RCVDAT 1(16)20074:48:46 PM[EastemStandardTiine]'Sm^ 



JanH'6-2007 15:56 Fron-UCDONNELL BOEHNEN HULdERT i BERGHOFF ^13129130002 T-4B0 P. 007/017 F-215 



a serving system; 

a signaling system; and 

a central control point communicatively linked with the serving system by the signaling 

system, 

wherein the serving system receives, from a subscriber station operating under a second 
subscriber accoirat, an origination message comprising as dialed digits a feature code 
concatenated with aji identifier of the first subscriber account, and the serving system is arranged 
to signal to the central control point, providing the central control point with at least the feature 
code, and 

wherein the central control point is arranged to identify, based at least in part on the 
feamre code, a change to make to the first account service profile that the network maintains for 
the first subscriber account 

24. (Original) The system of claim 23, wherein the central control point is further 
arranged to make the change. 

25. (Original) The system of claim 23, further comprising a home location register 
that maintains the first account service profile, wherein the central control point is further 
arranged to signal to the home location register in order to effect die change. 

26. (Original) The system of claim 23, wherein the central control point maintains the 
first account service profile and the second account service profile. 
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27-28. (Cancelled) 

29. (Ciirreatly amended) The system of claim 23 3?, wherein the identifier of the first 
subscriber account is a directory number. 

30. (Original) The system of claim 23, fiirther comprising; 

data maintained as part of the second account service profile, the data indicating an 
authorization to change the first account service profile in response to a feature code provided in 
an origination message from a subscriber station operating under the second account service 
profile, 

wherein the central control point is arranged to consult the data to detennine whether the 
authorization exists. 

31. (Original) The system of claim 30, wherein the data maintained in the second 
account service profile identifies the first subscriber account. 

32. (Original) The system of claim 23, finrther comprising: 

data maintained in the network as pait of the first account service profile, the data 
mdicating an authorization to change the fu'st account service profile in response to a feature 
code provided in an origination message firom a subscriber station operating under the second 
account service profile, 
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wherein the central control point is arranged to consult the data to detecmine whether the 
authorization exists. 

33. (Original) The system of claim 32, wherein the data maintained in the first 
account service profile identifies the second subscriber account. 

34. (Original) The system of claim 23, wherein the serving system comprises: 
a base station; and 

a switch, 

wherein the base station receives the origination message wirelessly from the subscriber 
station and forwards tlie origination message to the switch, and 
wherein the switch signals to the central control point. 

35. (New) In a telecommunications network that maintains an account service profile 
respectively for each of a plurality of subscriber accounts, a method of changing at least a first 
account service profile that the network maintains for a first subscriber account, the method 
comprising: 

receiving into the network, fix>m a subscriber station operating under a second subscriber 
account, an origination message comprising a feature code; 

identifying, based at least in part on the feamre code, a change to make to at least the first 
account service profile that the network maintains for the first subscriber account; 
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maintaining in the network, as part of a second account service profile that the network 
maintains for the second subscriber account, data indicating an authorization to change the first 
account service profile in response to a feature code provided in an origination message from a 
subscriber station operating under the second account service profile; and 

after consulting the data to determine whether the authorization exists, making the change 
to at least the first account service profile. 

36. (New) The method of claim 35, wherein the data maintained in the second 
account service profile identifies the first subsciiber account. 

37. (New) In a telecommunications network that maintains an account service profile 
respectively for each of a plurality of subscriber accounts, a method of changing at least a first 
account service profile that the network maintains for a first subscriber account, the method 
comprising: 

receiving into the network, fi-om a subscriber station operating under a second subscriber 
account, an origination message comprising a feature code; 

identifying, based at least in part on the feature code, a change to make to at least the first 
account service profile that the network maintains for the first subscriber account; 

maintaining in the network, as part of the first account service profile, data indicating an 
authori2aiion to change the first account service profile in response to a feature code provided in 
an origination message fi-om a subscriber station operating under a second account service 
profile that the network mamtains for a second subscriber account; and 
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after consulting the data to determine whether the authorization exists; making the change 
to at least the first account service profile. 

38. (New) The method of claim 37, wherein the data maintained in the first account 
service profile identifies the second subscriber account. 

39. (New) In a telecommunications network that maintains an account service profile 
respectively for each of a plurality of subscriber accounts, a method of changing at least a first 
account service profile that the network maintains for a first subscriber account, the method 
comprising: 

receiving into the network, from a subscriber station operating under a second subscriber 
account, an origination message comprising a feature code; 

identifying, based at least in part on the feature code, a change to make to at least the first 
account service profile that the network maintains for the first subscriber account; and 

making the change to at least the first account service profile, 

wherein receiving the origination message comprises receiving the message into a 
serving system of the teJeconmnmication network, 

wherein the method fimher comprises the serving s^tem signaling to a central control 
point, providing the central control point with at least the feature code, 

wherein the central control point perfonns the function of identifying the change, and 

wherein the mediod further comprises the central control point signaling to a home 
location register to effect the change. 
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40. (New) In a celecommunications network that maintains an account service profile 
respectively for each of a plurality of subscriber accounts, a system for changing at least a fu3t 
account service profile that the network maintains for a first subscriber account, the system 
comprising: 

a serving system; 
a signaling system; 

a central control point communicatively linked with the serving system by the signaling 
system; and 

a home location register that maintains the first account service profile^ 
wherein the serving system receives, from a subscriber station operating under a second 
subscriber account, an origination message comprising a feature code, and the serving system is 
arranged to signal to the central control point, providing the central control point with at least the 
feature code, and 

wherein the central contiol point is arranged to identify, based at least in part on the 
feature code, a change to make to the first account service profile that the network maintains for 
the first subscriber account, and 

wherein the central control point is further arranged to signal to the home location 
register in order to effect the change. 

41. (New) In a telecommunications network that maintains an account service profile 
respectively for each of a plurality of subscriber accounts, a system for changing at least a first 



{ULfieilT««BeRCKOFPLLP * i 1 

00 sour J t waocc R Dnvb 
:nlC.ACatU4NOi3ttai' 



PAGE12I17'RCVDAT1/16I20D74:4I:46PM [Eastern standard Timel'SVR^^ 



Jan-tV2007 15:58 Fron-UCDONNELL BOEHNEN HULBERT & BERGHOFF ^13129130002 T-480 P. 013/017 F-215 



account service profile that the network maintdins for a first subsciiber account^ the system 
comprising: 

a serving system; 

a signaling system; and 

a central control point communicatively linked with the serving system by the signaling 

system, 

wherein the serving system receives, fix)m a snbscriber station operating under a second 
account service profile that the network maintains for a second subscriber account, an origination 
message comprising a feature code» and the servmg system is arranged to signal to the central 
control point, providing the central control point with at least the feature code, 

wherein the central control point is arranged to identify, based at least in part on the 
feature code, a change to make to the first accoimt service profile that the network maintains for 
the first subsoriber account, and 

wherein the central control point is arranged to consxJt data to determine the existence of 
an authorization to change the first account service profile in response to the feature code 
provided in the origination message &om the subscriber station operating under the second 
account service profile, wherein the data is maintained in the network as part of the first account 
service profile. 
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